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4 Opening Shrink End Cap Type WP 4 pipes

Description:
Shrink end cap Type WP 4 pipes with 4 openings is a closed, 
heat-shrinking end seal for pre-insulated pipe systems with 4  
media pipes and consists of a molecularly cross-linked carrier  
material made of modified PEHD which in combination with a 
hot melt adhesive provides an extremely high-quality seal of the 
pipe front sides against pressure. The system has a high shrink 
rate and can be universally used for pipe systems with a jacket 
pipe diameter of 70 - 162 mm and a 4-media pipe pipe system 
with respective media pipe outer diameters of 20 - 64 mm.   

Properties:
The WP shrink end cap requires a low preheating temperature, 
which prevents the often very thin-walled pipe casing from being 
damaged by flaming for too long. Processed with a soft flame, 
the system reacts very quickly, adheres securely to the pipe 
surface and leads to a permanently tight pipe seal against up to 
1.000 mbar pressure from pipe inside and outside.
Due to its very good resistance to chemical influences and high 
mechanical strength, the system is also suitable for buried areas.

Installation:
The pipe surface must be cleaned, degreased and dried. Then 
preheat to approx. 50°C with a soft flame. Push the end cap  
over the front; if necessary, the media pipes must be spread 
apart. Shrink the end cap with a soft flame. Do not apply flames 
for long periods of time. Make sure that only the end cap is 
exposed to flames, not the pipe system. If the end cap is smooth 
and wrinkle-free, assembly is complete.

Technical data

value test method

tensile strength >= 21 MPa EN 60684-2

elongation at break >= 400% ASTM D412 / ISO 37

hareness 43°+- Shore D ASTM D 1000

material Polyolefin

UV-resistance very good

temperature -55 up to +95°C

shrink temperature above +120°C

Heat aging tensile 
strength/elongation 
at break

≥18 MPa /  
≥300%

ASTM D 2 /  
EN 60684-2 150°C 

168 hours

pressure tightness 
(inside and outside

400 mbar
1.000 mbar

96 h short time test 
(limited by test setup)

Dimensions 

diameter D [mm] diameter d [mm] length L [mm]

suplied processed suplied processed suplied

162 70 64 20 240

Product Description Art.-No.

Shrink end cap type Wp Shrink end cap 16128

Shrink end cap type Wp Set
incl. protective tape for 
thin-walled cable ducts

16129


